
DRACAST 

KALA  PLUS  SERIES 


MODELS 


BI-COLOR 


DRKP1  000B 


DRKP2000B 


DRKP3000B 


OPERATING  INSTRUCTIONS 




1.  PRODUCT  OVERVIEW 
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15.  5/8'  Baby  Pin  Locking  Knob 

8.  Brightness  Knob 
1.  LED  Surface 


16.  Light  Stand  (Not  included) 
2.  Removeable  Diffusion  Panel 
 9.  Cooling  Vent 

17.5/8'  Baby  Pin  Receiver 


10.  Aluminum  Housing 
3.  Dimmer 

18.  On  /  Off  Switch 
11.  Yoke  Lock  Knob 
4.  LCD  Display 

19.  DC  Power  Input 


12.  Mounting  Yoke 
5.  CCT  Adjustment  Knob 

20.  AC  Power  Input 


13.  DMX  Input  and  Output 
6.  CCT  Preset  Buttons 


14.  V-Mount  Battery  Plate 
7.  Option  Selector 


2.  TECHNICAL  DATA 


DRKP3000B 
DRKP2000B 
DRKP1  000B 
Model  No 


150W 
120W 
60W 
Power 


1440PCS 
1152PCS 
576PCS 
0.5W  SMD  LED 


18000LM 
14400LM 
7200LM 
Luminous  Flux 


5700Lux/1  M 
4800Lux/1  M 
2300Lux/1M 
Brightness 


Bi-Color  2800Kr6500K 
CCT 


Ra296 
CRI 


Qa296 
TLCI 


Approx1200 
Beam  Angle 


50000  hrs  (estimated) 
LED  Lifetime 


DC15-18V  >10A 
 DC28-32V,  >7A 
DC15-18V,  >5A 
Power  Adapter 


AC100-  -240V 

AC  Power  Supply 


V-mount  lithium  battery 
Battery  Compatibility 


Host  control  +  Mobile  APP  +  DMX 
Control  Mode 


0-100% 
Dimmer 


62x39x8CM 
35.  5x39x8CM 
 75x39x8CM 


4.7KG 
2.9KG 
 5.6KG 
Weight 







