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Basic Owner’s Manual
Digital Camera

Model No. D M C'ZS 1 OO
DMC-ZS60

LumMix

DMC-ZS100 DMC-ZS60

Please read these instructions carefully before using this product, and
save this manual for future use.

More detailed owner’s manual is available in “Owner’s Manual for
advanced features (PDF format)”. To read it, download it from the
website. (—50)

Register online at http://shop.panasonic.com/support (U.S. customers only)

If you have any questions, visit:
USA : http://shop.panasonic.com/support

Canada : www.panasonic.ca/english/support

SQT1166
El M1215KZ0




Dear Customer,

Thank you for choosing Panasonic!

You have purchased one of the most sophisticated and reliable products on the
market today. Used properly, we're sure it will bring you and your family years of
enjoyment. Please take time to fill in the information below. The serial number is on
the tag located on the underside of your camera. Be sure to retain this manual as
your convenient camera information source.

Date of Purchase Dealer Phone No.
Dealer Purchased From Model No.
Dealer Address Serial No.

Please note that the actual controls and components, menu items, etc. of your
Digital Camera may look somewhat different from those shown in the illustrations in
this Owner’s Manual.

Carefully observe copyright laws.

« Recording of pre-recorded tapes or discs or other published or broadcast
material for purposes other than your own private use may infringe copyright
laws. Even for the purpose of private use, recording of certain material may be
restricted.

For the U.S.A. and Canada only

A lithium ion battery that is recyclable powers the product
you have purchased. Please call 1-800-8-BATTERY for
information on how to recycle this battery.
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I Information for Your Safety
WARNING:

To reduce the risk of fire, electric shock or product damage,

* Do not expose this unit to rain, moisture, dripping or splashing.
* Use only the recommended accessories.
« Do not remove covers.

» Do not repair this unit by yourself. Refer servicing to qualified service
personnel.

The socket outlet shall be installed near the equipment and shall be easily
accessible.

H Product identification marking

Product

Location
Digital camera

Bottom
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THE FOLLOWING APPLIES ONLY IN THE U.S.A.

Certification and Compliance
See Camera for the certification and compliance mark specific to that device.

1 Select [Wi-Fi] in the [Setup] menu
2 Select [Wi-Fi Setup] in the [Wi-Fi]
3 Press A V to select [Approved Regulations], and press [MENU/SET]

FE

| Contains FCC ID : VPYLBXNG04

This transmitter must not be co-located or operated in conjunction with any other
antenna or transmitter.

This equipment complies with FCC radiation exposure limits set forth for an
uncontrolled environment and meets the FCC radio frequency (RF) Exposure
Guidelines in Supplement C to OET65.

This equipment has very low levels of RF energy that are deemed to comply
without testing of specific absorption ratio (SAR).

C Panasonic C Panasonic
DMC-ZS100 DMC-ZS60
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THE FOLLOWING APPLIES ONLY IN THE U.S.A.

FCC Note:

This equipment has been tested and found to comply with the limits for a Class

B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed

to provide reasonable protection against harmful interference in a residential

installation. This equipment generates, uses, and can radiate radio frequency

energy and, if not installed and used in accordance with the instructions, may

cause harmful interference to radio communications. However, there is no

guarantee that interference will not occur in a particular installation. If this

equipment does cause harmful interference to radio or television reception, which

can be determined by turning the equipment off and on, the user is encouraged

to try to correct the interference by one or more of the following measures:

« Reorient or relocate the receiving antenna.

« Increase the separation between the equipment and receiver.

« Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

« Consult the dealer or an experienced radio/TV technician for help.

FCC Caution: To assure continued compliance, follow the attached installation
instructions and use only shielded interface cables with ferrite core when
connecting to computer or peripheral devices.

Any changes or modifications not expressly approved by the party responsible for
compliance could void the user’s authority to operate this equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference, and
(2) this device must accept any interference received, including interference that
may cause undesired operation.
Declaration of Conformity
Trade Name:Panasonic
Model No.: DMC-ZS100

DMC-ZS60
Responsible Party: Panasonic Corporation of North America

Two Riverfront Plaza, Newark, NJ 07102-5490

Support Contact:  http://www.panasonic.com/contactinfo
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THE FOLLOWING APPLIES ONLY IN CANADA.

Certification and Compliance
See Camera for the certification and compliance mark specific to that device.

1 Select [Wi-Fi] in the [Setup] menu
2 Select [Wi-Fi Setup] in the [Wi-Fi]
3 Press A V to select [Approved Regulations], and press [MENU/SET]

[ CAN ICES-3(B)/NMB-3(B)

[ Contains IC : 772C-LBXN604

This device complies with Industry Canada’s license-exempt RSSs. Operation is
subject to the following two conditions:

(1) this device may not cause interference, and

(2) this device must accept any interference, including interference that may
cause undesired operation of the device.

This equipment complies with IC radiation exposure limits set forth for an
uncontrolled environment and meets RSS-102 of the IC radio frequency (RF)
Exposure rules. This equipment has very low levels of RF energy that are
deemed to comply without testing of specific absorption ratio (SAR).
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H About the AC adaptor (supplied)

CAUTION!

To reduce the risk of fire, electric shock or product damage,

» Do not install or place this unit in a bookcase, built-in cabinet or in
another confined space. Ensure this unit is well ventilated.

AC adaptor

This AC adaptor operates on AC between 110V and 240V.
But

« In the U.S.A. and Canada, the AC adaptor must be connected to a 120V AC
power supply only.

* When connecting to an AC supply outside of the U.S.A. or Canada, use a plug
adaptor to suit the AC outlet configuration.
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